
                                                                

BEADLOCK WHEEL NOTIFICATION 

 Due to conditions for which they are designed Beadlock wheels are not subject to any 

structural or cosmetic warranty. 

 Beadlock wheels are designed, engineered, and intended for off-highway use only and 

are not DOT approved. 

 It is required that professional tire/wheel installers are used for the mounting process. 

 Vision is not responsible for damage caused by improper assembly. 

 Use only Vision Off-Road wheels approved hardware kits (Grade 8 bolts) for the 

attachment of the beadlock ring to the wheel. 

 Make sure there are no excess rubber protrusions (mold flash) on the bead area of the 

tire. 

 Make sure tire bead seats evenly to outside of flange of wheel. 

 Always use sequential clockwise pattern when attaching and tightening mounting 

bolts to the wheel. Moving directly from one bolt to the next. 

 Start bolts by hand at least two full turns. 

 Using sequential clockwise pattern tighten each bolt as follows: 

 First round snug each bolt to tire bead 

 Second round tighten to 20 in-lbs 

 Third round tighten to 20 in-lbs 

 Fourth round tighten to 60 in-lbs 

 Fifth Round tighten to 120 in-lbs 

 Last round tighten to 240 in-lbs 

 Re-torque ring bolts after the first 50 miles and each subsequent 200 miles. 

FOR TECHNICAL QUESTIONS PLEASE CALL 800.633.3936 


